


 
 

1. Installation Instructions: 
 

IMPORTANT - BOTH RECEIVER AND REMOTE HANDSET MUST HAVE MATCHING CODE SWITCHES  
 
MULTIPLE USE OF REMOTES IN ONE LOCATION 
 
To avoid multiple remote controls controlling more than one fan, the remotes and receiver are fitted with 
a 16-bit coding.  Changing these codes to be unique from each other will avoid multiple on/off issues.  
The user can change coding but both remote and receiver must marry up. 
Code options: 
1111, 1110, 1101, 1100, 1011, 1010, 1001, 1000, 0111, 0110, 0101, 0100, 0011, 0010, 0001, 0000  
 
Plug the quick connect plug sockets together ensuring a male/female match. (fig. 1) 
 
 
 
 
 
 
 
 
 

                
                                                              Fig. 1 

 
Slide receiver into ceiling canopy, ensuring exposed antenna (fig.2) 
Slide ceiling canopy up to ensure safe termination of all connections. (fig.3)  
 

  
    Fig. 2      Fig. 3 
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2.  Understanding your remote control 
1. ON/OFF button: controls the power for use of the sweep action of the ceiling fan 
2. TIMER BUTTON: controls the timer function of the fan which switches the sweep  

action OFF after nominated time has been selected 
3. SPEED BUTTON: controls the sweep action of the fan over 3 speeds, Speed 1  

(high), Speed 2 (medium) & Speed 3 (low); and 
4. LIGHT BUTTON: controls the on/off function of the lighting fitting (if attached). 

  
3.  OPERATION INSTRUCTIONS:  

A. ON/OFF BUTTON - Pressing this button will turn power ON (beep is heard) to the fan sweep action and 
speed 1 will automatically be engaged.  Pressing this button whilst the fan sweep is in operation (beep is 
heard), will power the fan off. 

B. TIMER - Pressing this button sets the timer to turn the FAN OFF after a designated amount of time. This 
function will not turn the fan on. It will not turn the light off either. The light will always stay on even if timer 
powers off the fan. 

a. Press timer button first time, one beep is heard and timer is set for 1 hour of operation, 
b. Press timer button a second time, two beeps are heard and timer is set for 3 hours of operation, 
c. Press timer button a third time, three beeps are heard and timer is set for 6 hours of operation, 
d. Press timer button a fourth time, four beeps are heard and timer is set for 9 hours of operation, 
e. Press button a fifth time, a single beep (a different sound to the above) will be heard and timer 

function is now cancelled. 
C. SPEED BUTTON – Press the ON/OFF button to turn the fan on first.  

a. Press speed button, one beep is made and fan speed 1 (high) is selected; 
b. Press speed button a second time, two beeps are made and fan speed 2 (medium) is selected; 
c. Press speed button third time, three beeps are made and fan speed 3 (low) is selected. 

D. LIGHT - Press the ON/OFF button to turn the fan on first. Press the button to turn the light on and off. The 
remote will sound (beep) with each press of this button. Light will illuminate to 100% as is NOT DIMMABLE. 

  
4.  REPLACING BATTERIES AND INSTALLATION OF WALL BRACKET 

A. To change the battery, slide the rear battery cover down and replace battery with a 9V 6F22 (fig. 4).  
Dispose of old battery in the correct manner.  Replace battery before it becomes corrosive as this will cause 
issues with the receiver.  

B. If desired, install wall bracket onto wall with screws provided (fig 5.) 
 

    
Fig. 4      Fig. 5 
 
WARRANTY 
The remote control receiver and handset have a 12 month replacement warranty from date of purchase.  Modifying 
the unit in any way voids the warranty unless done under instruction from the service agent. 
 
Australian Warranty Agent - JANTEC 
Warranty Hotline Email: support@janteclighting.com.au 
Warranty Hotline Phone Number: (07) 3623 5225 
Customer Service Operates Mon - Fri Between 9am - 5pm AEST 
This warranty document is offered by Jantec of 78 Pritchard Road, Virginia QLD 4014. 
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